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LONG TERM PAVEMENT PERFORMANCE
PROGRAM DIRECTIVE

For the Technical Direction of the LTPP Program

Program Area: Monitoring Directive Number: FWD-25

Date: February 20, 2001 Supersedes: FWD-21

Subject: Upgrade of FWDScan Software to Version 3.30

Attached for your immediate implementation is Version 3.30 of the FWDScan software. This
revised program version contains modifications made in response to recent changes to the LTPP
FWD Edition 25 field software (Aug 2000 version) and recommendations made by the TSSC
after reviewing FWD data collected with previous FWD Edition 25 field software. The following
modifications were made to the program:

• Check that filename and LTPP ID are consistent. A warning message will be printed in
the output file if they are not consistent.

• Check that testing mode is OPERATOR and not anything else. A warning message will
be printed if non OPERATOR mode was used for testing.

• Check for consistency between lane specification and test setup. A warning message will
be printed if inconsistency between lane specification and test setup is found.

• Check joint/crack width for various test setups. A warning message will be printed if any
of the following conditions exists:
S a value of joint/crack width is found for all data not collected with test setup 3-

RGD_LT
S a value of joint/crack width is less than one (1) mm (including null) or greater

than 25 mm for test setup 3-RGD_LT
S two adjacent joints/cracks have a same width value.

• Check sensors spacing for compliance with LTPP directive FWD-22. A warning message
will be printed if any setting is different from the standard values.

• Modified the function of [F10] key. Instead of completely quitting the program, pressing
[F10] key allows users to exit current computer screen and return to the program main
menu.

• When running the program in batch mode, the title copyright screen is no longer
displayed in order to reduce processing time. The user may see a quick flash of a DOS
commend on the computer screen. After all commands in the batch file are executed, no
more flicker will be displayed. The user should then review the *.out files as normal.
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• Added following information in the scan output file:
S Program edition and modification date
S Test setup
S Operator file
S Time history sampling rate

• Improved format of the output file for easy review.

The above modifications require changes to the documentation; however, a revised version of the
Users Guide will not be provided at this time. Please continue to use the Users Guide provided
with the FWDScan v3.00 software. 

FWDScan v3.30 should be installed on all computers being used to scan and check FWD data.
Installation consists of copying the file FWDSCAN.ZIP off the distribution diskette and into the
appropriate directory. Once done, unzip the FWDSCAN.ZIP program and answer “yes” to
overwrite existing program and configuration files (if they exist). If this procedure is followed,
the FWDScan program should be able to read and scan both FWD edition 25 data and earlier
versions.

If there are any problems, please submit an FWD problem report (FWDPR) form in accordance
with procedures indicated in current version of the LTPP Manual for FWD Testing.

Prepared by: TSSC  Approved by:

Aramis López
LTPP Team Leader


